Memorandum:

To:    
Casey Sledge – Director of Public Works   

From:
  Reggie Woods – Street Superintendent

Cc:          Steven Heselmeyer – Fleet Service Manager

Date:
 October 8, 2003

RE:  
 2003/2004 Capital Outlay Equipment Purchase – Dump Truck

Mr. Sledge,

This memo is in response to our conversation last week concerning the Capital Outlay Equipment purchase for fiscal year 2003/2004. As we discussed I am requesting permission to move forward with the HGAC purchase of a dump truck for the Street Maintenance Division.  I am recommending the purchase of a 2004 Freightliner M2 Class truck.  I have attached our current specs for this type of vehicle, and our Fleet Manager will also review the manufactures specifications to ensure all comply.   

If you have any questions or would like to discuss this in further detail please contact me. 

Thanks,

Reggie Woods

Street Superintendent

City of Taylor

City of Taylor

Dump Truck Bid Specs

Single Axle 6-8 Cy

Std

	ENGINE AND POWERTRAIN
· Caterpillar 3126/C7 engine – 250 HP

· 130 Amp Alternator

· Engine Shut-Down Protection System

· Eaton-Fuller Manual Trans 10 Spd

· Driver Control Differential Lock

· Horizontal Exhaust

· Complete Shop Manuals

· Optional Extended Warranty

CHASSIS / CAB / DRIVER SAFETY
· 35000 GVWR

· 12000 LB Front Axle

· 23000 LB Rear Axle

· Towing Provision - Pintle Hitch (swivel) **

· Elec/Air Brake Controller w/ round 6 pole Connector

· Dual 50 gal Fuel Tanks

· Back Up Alarm

· Fire Extinguisher / Safety Triangles (DOT)

· Extra Keys (2 Sets)

· Full Width Chrome Front Bumper

· Chrome Front Grille

· Door Mounted Chrome Side Mirrors

· Door Mounted Chrome Convex Mirrors

· Single Air Horn

· Air Condition / Heater

· AM/FM Radio

· Air Ride Drivers Seat

· Exterior Assist Handles

· Dual Reading Lights
	DUMP BED ASSEMBLY
· 6-8 Cubic Yard Body

· Aux Hydraulics for Sand Spreader *

· Bed Entry Ladder (Drivers Side)

· Storage Boxes Lt & Rt (2) 10 GA 36”x18”x18”

· Tarp (Ground Operated)

· Asphalt Apron

· Air Shift PTO

· Air Operated Tailgate Latch

· Strobe Light – Star Model 250 ADH (amber)

Notes:

* Cab actuated with flow control and pressure regulator. Lines run to rear back plate of truck with male/female pioneer connectors model 3-8016-4

       ** ¾” rear plate with 49,000 lbs towing                                           

        capacity (swivel) D-Rings for safety chains.
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